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OUTDOOR OPTICAL FIBER CABLE (GYTA53)

Double Layer Armored Fiber Cable – High Strength & Water Blocking

APPLICATION

• Outdoor communication networks
• Backbone fiber transmission
• Duct / aerial / direct burial
• Harsh environment installation

KEY FEATURES

• Double layer armor (APL + PSP)
• Excellent water-blocking performance
• High tensile strength
• Central metallic strength member
• Suitable for long-distance transmission

CABLE CONSTRUCTION

Component Specification

Fiber Type OS2 Single mode

Structure Stranded loose tube

Central Strength 
Member

Single phosphating 
steel wire

Inner Sheath PE

Armor APL + PSP (double 
layer)

Loose Tube PBT

Water Blocking Gel / Powder

Outer Sheath PE

STANDARDS

YD/T 901-2009
GB/T 9771-2008
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OPTICAL PERFORMANCE

Parameter 1310 nm 1550 nm

Attenuation (dB/km) ≤0.35 ≤0.22

INSTALLATION & MECHANICAL

Type Bending Radius Tension (N) Crush (N/100mm)

GYTA53 30D / 15D 4000 / 2000 3000 / 1000

PERFORMANCE TABLE (SUMMARY)

Test Standard Result

Tensile Test IEC Pass

Crush Test IEC Pass

Water Blocking IEC Excellent

Environmental IEC Outdoor Ready


