
CASITEK   |   KNX / EIB Cable

KNX BUS COMMUNICATION CABLE

Building Automation System

APPLICATION

• KNX / EIB building automation systems
• Lighting, HVAC and ventilation control
• Smart building infrastructure
• Suitable for indoor & outdoor use

KEY FEATURES

• Optimized for KNX bus communication
• Stable signal transmission
• EMI protection (Al-foil)
• Reliable installation

CABLE CONSTRUCTION

Item Specification

Conductor Copper

Insulation S-PE

Core ID Red / Black / 
Yellow / White

Cabling Twisted Pair

Screen Aluminium Foil

Sheath PVC / LSZH

Color Green

STANDARDS

EN50090
EN50290
EN60228
IEC60332-1
RoHS

PRODUCT LIST



CASITEK   |   KNX / EIB Cable

Part No. Size Insulatio
n Screen Sheat

h

Outer 
Diamete
r (mm)

Copper 
Index 

(kg/km
)

Weight 
(kg/km

)

00012011 1x2x20AWG S-PE AL Foil PVC 5.1 9.5 28
00012012 1x2x20AWG S-PE AL Foil LSZH 5.1 9.5 30
00022011 2x2x20AWG S-PE AL Foil PVC 5.8 19 55
00022012 2x2x20AWG S-PE AL Foil LSZH 5.8 19 58
00024011 4x20AWG S-PE AL Foil PVC 7.5 19 55
00024012 4x20AWG S-PE AL Foil LSZH 7.5 19 58

PERFORMANCE SUMMARY

Parameter Value Remark

Voltage 150V KNX

Test Voltage 4kV 1 min

Capacitance 100 nF/km @800Hz

Temperature -15~70°C


